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REMOTE MONITORING
for fire sprinkler system components
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Monitor Fire Sprinkler System Components Remotely without 
the need of a Fire Panel or Building Management System

AGFConnect brings your fire sprinkler system into the 21st century by connecting it to the Internet of Things (IoT) 
allowing you to monitor your system remotely and collect and track important system datapoints. 

1.	 Connect the sensor to the system component that needs to be monitored.

2.	 Plug in the gateway within 2000 ft (360°) of the sensor and connect the ethernet cable (indoor model) or use a cellular 
service (indoor and outdoor model) to relay information to the AGFConnect portal.

3.	 Log into the AGFConnect portal online or via the app to monitor the component.

AGFConnect sensors have an expected battery life of up to 10+ years, are NEMA 4 rated, and have a temperature range 
of -40°F – 165°F. 

AGFConnect gateways have a range of 2000 ft. (360°) through 18+ walls. Gateways are offered in indoor or outdoor models 
with a AC power supply and a 60+ hour back up battery. They have the ability to save up to 32,000 sensor messages in 
their memory if connectivity is lost, and they relay the saved data once connectivity is restored. The indoor model features 
connection via ethernet or cellular signal and the outdoor model features a NEMA 4 enclosure and connection via cellular 
signal only.

The AGFConnect portal can be accessed online or through the AGFConnect mobile app.

get connected

how it works

why monitor
AGFConnect gives you the ability to monitor system components that routinely need maintenance or notify you when they 
are not in working order and have malfunctioned. By monitoring system components AGFConnect allows you to manage 
your fire sprinkler system more efficiently, saving money and resources.

AGFConnect
Online Portal

AGFConnect
Mobile App

Sensors Gateway Software
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sensors
Dry Contact Sensor
The AGFConnect Dry Contact Sensors feature a NEMA 4 enclosure, can be 
used indoors or outdoors, and detect when there is contact between two 
wired end points. They can easily be installed onto AGF COLLECTanDRAIN 
5400 Series heated auxiliary drain cabinets or 5100ALBV water detectors. 
When the sensors detect contact between the two end points a wireless 
communication is immediately sent to the AGFConnect IoT Gateway. The 
gateway immediately and securely relays the data to the AGFConnect 
portal, and to any phone number or email address designated in the 
AGFConnect software.

The dry contact sensor can be configured to detect both open and closed 
loops and alert if contact is made or broken, and on state changes. Alerts 
are also configurable for detecting if a sensor has a connectivity issue. 

gateways
indoor
The AGFConnect IoT Indoor Gateway features a powerful wireless transceiver with 
up to 1 Watt transmission strength, an amplified receiver, and 4G LTE CAT-M1/
NB2 wireless cellular technology to back haul sensor data. The gateway is 
equipped with an optional ethernet port if a wired connection is preferred. The 
AGFConnect Indoor IoT Gateway can send and receive data communications 
with AGFConnect sensors at 2,000+ (360°) feet through 18+ walls in commercial 
building environments.

No PC is required for operation, you only need a AC power source (60+ hour back 
up battery) and the AGFConnect portal to monitor your fire sprinkler system's 
components using AGF's industry-leading wireless IoT devices.

outdoor
The AGFConnect IoT Outdoor Gateway features a waterproof NEMA 4 
enclosure, powerful wireless transceiver with up to 1 Watt transmission strength, 
an amplified receiver, and 4G LTE CAT-M1/NB2 wireless cellular technology to 
back haul sensor data. The AGFConnect Outdoor IoT Gateway can send and 
receive data communications with AGFConnect sensors at 2,000+ (360°) feet 
through 18+ walls in commercial building environments.

No PC is required for operation, you only need a AC power source (60+ hour 
back up battery) and the AGFConnect portal to monitor your fire sprinkler 
system's components using AGF's industry-leading wireless IoT devices.
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ADVANTAGES
•	Push notifications help identify potential 

system issues in real time.

•	Receive notifications directly to your 
computer or phone via the AGFConnect 
Portal or App.


